
SMART ALARMS FOR EVERY ROOM 

®



Resistance to  
false alarms  
from cooking

Detection of  
polyurethane foam  
in both slow  
smoldering & fast  
flaming fires

Immunity to 
high-voltage 
current surges

NEW!  
UL 217 8th Edition Tests Include:

Look for our identification label on packaging & alarms

Conforms to  
UL Std. 217 
8th Edition & 
UL Std. 2034 
4th Edition 

ALL UNIVERAL® SENSING PLUS® ALARMS
MEET NEW UL 217 8TH EDITION STANDARDS 

And More! 



Homeowners will hear an earlier  
warning which provides more  
time to escape safely because of  
our NEW Sensing Plus Multi-Criteria 
Detection smoke & fire sensor.  

We’ve mastered the science of  
fire protection. 

AMIB3051SC

WHEN HOMEOWNERS ARE SLEEPING
Bedroom Alarms are Awake 

ALL UNIVERAL® SENSING PLUS® ALARMS
MEET NEW UL 217 8TH EDITION STANDARDS 

And More! 



Homeowners won’t recieve false 
alarms because our NEW Sensing Plus 
A-I Artificial Intelligence is used to 
classify smoke & fire profiles and  
differentiate between cooking  
smoke, steam and real fires. 

The #1 reason why people disable 
smoke alarms is nuisance alarms  
from cooking. 

AMIK3051SC

WHEN HOMEOWNERS ARE COOKING
Kitchen Alarms are Detecting 



WHEN HOMEOWNERS ARE COOKING
Kitchen Alarms are Detecting 

Homeowners will have 3-in-1  
protection in hallways where  
local codes and NFPA recommend  
CO alarms be installed:

Outside every sleeping area and on 
every level of the dwelling. 

NO FALSE ALARMS 
NO LOW BATTERY CHIRPS 
NO BATTERIES TO CHANGE–EVER*
*10 year product end-of-service life warning   
  sounds when it is time to replace the alarm.AMICH3511SC

WHEN CO ALARMS ARE 
COMBINED WITH SMOKE & FIRE ALARMS

Hallway Alarms are Loud and Get Attention 



ALL SENSING PLUS ALARMS FROM  
UNIVERSAL SECURITY OFFER  
THESE FEATURES: 

• Lithium-Free 10 Year Sealed Alkaline Batteries 
• Patented QuickFind® Alarm Location Feature 
• Backwards Compatible Wiring Harness  
• Backwards Compatible Mounting Brackets

AMIL3051SC

ALARMS FOR EVERY ROOM  
PROVIDE TECHNOLOGY  

WHERE YOU NEED IT



Smoke &  
Fire Alarm 

part no.  

AMI1061SB

Bring Your Home  
Up to Code

Meets New UL 217 8th Ed. 
Requirements

MULTI-CRITERIA DETECTION  
Virtually Eliminates Nuisance Alarms– 
Stops False Alarms 

RESPONDS TO MORE TYPES OF FIRES 
Alarms Up to 87% Faster* to Slow  
Smoldering Fires & Quickly to Fast  
Flaming Fires  

 

 Smoke &  
Fire Alarm 

AMI1061SB 
MAZE inc / June 2020

311-8007-218

Ideal for
EVERY Room
In Your Home

part no.  
AMI1061SB

Early warning is best  
achieved by installing alarms 

on every level of the  
dwelling, including basements. 

For maximum detection, 
install an alarm inside every 

bedroom,outside every 
sleeping area, and on  

every level of  
the dwelling.

10-year permanent power 
sealed battery alarms  
contains this battery

Non-lithium batteries reduce 
environmental waste & 

eliminate disposal of up to 
twenty 9 volt batteries over 

the life of the alarm

WARRANTY:
10-year warranty for  

battery and alarm

Complies with the 
Following: 

Underwriters Laboratories 
Standard UL 217 8th Ed.   

California State  
Fire Marshal (CSFM) 

National Fire Protection 
Association (NFPA) 

Federal Housing 
Administration (FHA) 

Housing and Urban 
Development (HUD) 

For more information on 
our full line of alarms, visit 

our website:

UniversalSecurity.com

This alarm contains radioactive material, 1.0 Microcurie Americium 
241, distributed under U.S. NRC License No. 19-23643-01E,  
manufactured in compliance with safety criteria in 10CFR 32.27. 
Purchaser is exempt from any regulatory requirements.

Patented Quick Find® Alarm Origination Feature 
Easily Identifies First Alarm to Sound in an  
Interconnected System
Mounting Bracket & Wiring Harness Backwards 
Compatible with Most USI & Universal Alarms 
Test/Silence Button Quiets Alarm in the Unlikely 
Event of a Nuisance Activation
Sealed Battery Back-Up Provides Continuous  
Protection Even in the Event of a Power Outage
Fewer Nuisance Alarms Superior False Alarm  
Resistance
Full Size Plastic Dust Cover Protects Alarm During 
Construction & Remodeling Projects  
Self-Diagnostics Status Check During Power Up 
Ensures Alarms is Functioning   

Alarm Lock Out Feature Prevents Installation of 
Deactivated Alarm   
Meets Codes & Legislation For 10-Year Sealed  
Battery Requirements
Tamper Proof Design Prevents Battery & Alarm 
Removal   
Alarm & Power LED’s Verifies Power & Alarm  
Operation   
Loud 85 Decibel Alarm Distinctive Audible Alarm 
Signals Identify Carbon Monoxide & Fire Hazards
Product End of Service Life Warning Sounds After 
10-Years of Activation

User manuals in Spanish are available on our website: 
www.universalsecurity.com 
Los manuales del usuario en español están di ponibles
1 UL217 Smoldering Smoke Test on 5/26/2010, Underwriters Laboratories Project #09CA38078

UNIVERSAL® SMART ALARM HIGHLIGHTS 
This Alarm is Interconnectable with Most USI & Universal Brand Alarms

FAST & EASY INSTALLATION

11407A Crohnill Drive, Owings Mills, MD 21117
US Patents #7893825, D627671 / Other Patents Pending 
©2020 Universal Security Instruments, Inc. Rev. 6/2020 
Assembled in China 

part no.  AMI1061SB7256-0899:0504

Hardwire Interconnect When One Alarm Activates, 
Interconnected Alarms Sound Throughout the Home, 
Providing Additional Time to Escape Safely
Interconnectable Up to 24 Compatible USI &  
Universal Alarms & Devices 
Perfect for New or Replacement Installations  
This Alarm Provides 10-Years of Peace of Mind 

Maintenance-Free Battery Power No Batteries to 
Replace for the Life of the Alarm
Lithium-Free Permanent Power Duracell®  
Duralock Power Preserve™ Alkaline Sealed Batteries 

model no. AMI1061S

®

®

®

Smoke & Fire Alarm

Powered by a  
LITHIUM FREE SEALED  

BATTERY BACK-UP
(included) 

Powered by a  
LITHIUM FREE SEALED

BATTERY BACK-UP
(included) 

THERE ARE THREE BASIC SMOKE ALARM TYPES:  
UNIVERSAL® Sensing Plus®, Ionization and Photoelectric

UNIVERSAL® Sensing Plus® uses the Advanced Intelligence  
of Multi-Criteria Technology and a Patented Microprocessor  
to respond quickly to both fast flaming fires and slow 
smoldering fires.

Ionization smoke alarms are typically more effective at 
detecting fast flaming fires — fires which consume combustible 
materials rapidly and spread quickly. Sources of these fires may 
include paper burning in a wastebasket, or kitchen grease fires.

Photoelectric smoke alarms, on the other hand, are typically 
more effective at detecting slow smoldering fires — fires which 
burn for hours before bursting into flame. Sources of these fires 
may include cigarettes burning in couches or bedding.

Installing alarms containing UNIVERSAL® Sensing Plus® 
technology ensures maximum detection of all types of fires.

The enclosed alarm is a 2-in-1 UNIVERSAL® Sensing Plus® 
Smoke + Fire Alarm.

Combination  
Smoke, Fire & Carbon 

Monoxide Alarm 

part no.  

AMIC1510SB

Bring Your Home  
Up to Code

Meets New UL 217 8th Ed. 
Requirements

MULTI-CRITERIA DETECTION  
Virtually Eliminates Nuisance Alarms– 
Stops False Alarms 

RESPONDS TO MORE TYPES OF FIRES 
Alarms Up to 87% Faster* to Slow  
Smoldering Fires & Quickly to Fast  
Flaming Fires  

 

 Combination  
Smoke, Fire & Carbon 

 Monoxide Alarm 

AMIC1510SB 
311-8007-217
MAZE inc / June 2020

311-8007-217

Ideal for
EVERY Room
In Your Home

part no.  
AMIC1510SB

Early warning is best  
achieved by installing alarms 

on every level of the  
dwelling, including basements. 

For maximum detection, 
install an alarm inside every 

bedroom,outside every 
sleeping area, and on  

every level of  
the dwelling.

10-year permanent power 
sealed battery alarms  
contains this battery

Non-lithium batteries reduce 
environmental waste & 

eliminate disposal of up to 
twenty 9 volt batteries over 

the life of the alarm

WARRANTY:
10-year warranty for  

battery and alarm

Complies with the 
Following: 

Underwriters Laboratories 
Standard UL 217 8th Ed. &  

UL 2034 4th Ed.  

California State  
Fire Marshal (CSFM) 

National Fire Protection 
Association (NFPA) 

Federal Housing 
Administration (FHA) 

Housing and Urban 
Development (HUD) 

For more information on 
our full line of alarms, visit 

our website:

UniversalSecurity.com

This alarm contains radioactive material, 1.0 Microcurie Americium 
241, distributed under U.S. NRC License No. 19-23643-01E,  
manufactured in compliance with safety criteria in 10CFR 32.27. 
Purchaser is exempt from any regulatory requirements.

Patented Quick Find® Alarm Origination Feature 
Easily Identifies First Alarm to Sound in an  
Interconnected System
Mounting Bracket & Wiring Harness Backwards 
Compatible with Most USI & Universal Alarms 
Test/Silence Button Quiets Alarm in the Unlikely 
Event of a Nuisance Activation
Sealed Battery Back-Up Provides Continuous  
Protection Even in the Event of a Power Outage
Fewer Nuisance Alarms Superior False Alarm  
Resistance
Full Size Plastic Dust Cover Protects Alarm During 
Construction & Remodeling Projects  
Self-Diagnostics Status Check During Power Up 
Ensures Alarms is Functioning   

Alarm Lock Out Feature Prevents Installation of 
Deactivated Alarm   
Meets Codes & Legislation For 10-Year Sealed  
Battery Requirements
Tamper Proof Design Prevents Battery & Alarm 
Removal   
Alarm & Power LED’s Verifies Power & Alarm  
Operation   
Loud 85 Decibel Alarm Distinctive Audible Alarm 
Signals Identify Carbon Monoxide & Fire Hazards
Product End of Service Life Warning Sounds After 
10-Years of Activation

User manuals in Spanish are available on our website: 
www.universalsecurity.com 
Los manuales del usuario en español están di ponibles
1 UL217 Smoldering Smoke Test on 5/26/2010, Underwriters Laboratories Project #09CA38078

UNIVERSAL® SMART ALARM HIGHLIGHTS 
This Combo Alarm is Interconnectable with Most USI & Universal Brand Alarms

FAST & EASY INSTALLATION

11407A Crohnill Drive, Owings Mills, MD 21117
US Patents #7893825, D627671 / Other Patents Pending 
©2020 Universal Security Instruments, Inc. Rev. 6/2020 
Assembled in China 

part no.  AMIC1510SB7256-0899:0503

Hardwire Interconnect When One Alarm Activates, 
Interconnected Alarms Sound Throughout the Home, 
Providing Additional Time to Escape Safely
Interconnectable Up to 24 Compatible USI &  
Universal Alarms & Devices 
Perfect for New or Replacement Installations  
This Alarm Provides 10-Years of Peace of Mind 

Maintenance-Free Battery Power No Batteries to 
Replace for the Life of the Alarm
Lithium-Free Permanent Power Duracell®  
Duralock Power Preserve™ Alkaline Sealed Batteries 

model no. AMIC1510S

®

®

®

Combination  
Smoke, Fire & Carbon 
Monoxide Alarm

Powered by a  
LITHIUM FREE SEALED  

BATTERY BACK-UP
(included) 

Powered by a  
LITHIUM FREE SEALED

BATTERY BACK-UP
(included) 

THERE ARE THREE BASIC SMOKE ALARM TYPES:  
UNIVERSAL® Sensing Plus®, Ionization and Photoelectric

UNIVERSAL® Sensing Plus® uses the Advanced Intelligence  
of Multi-Criteria Technology and a Patented Microprocessor  
to respond quickly to both fast flaming fires and slow 
smoldering fires.

Ionization smoke alarms are typically more effective at 
detecting fast flaming fires — fires which consume combustible 
materials rapidly and spread quickly. Sources of these fires may 
include paper burning in a wastebasket, or kitchen grease fires.

Photoelectric smoke alarms, on the other hand, are typically 
more effective at detecting slow smoldering fires — fires which 
burn for hours before bursting into flame. Sources of these fires 
may include cigarettes burning in couches or bedding.

Installing alarms containing UNIVERSAL® Sensing Plus® 
technology ensures maximum detection of all types of fires.

The enclosed alarm is a 3-in-1 Carbon Monoxide + 
UNIVERSAL® Sensing Plus® Smoke + Fire Alarm.

WARNING: This alarm is intended for use in indoor residential locations. It is 
not designed to measure CO levels in compliance with Occupational Safety and 
Health Administration (OSHA) commercial or industrial standards. Individuals 
with medical conditions may consider using warning devices which provide 
audible and visual signals for carbon monoxide concentrations under 30 ppm. 

Smoke &  
Fire Alarm 

part no.  

AMI3051SB 

Bring Your Home  
Up to Code

Meets New UL 217 8th Ed. 
Requirements

AMIC1510SB 
311-8007-216
MAZE inc / June 2020

311-8007-216

part no.  
AMI3051SB 

10-year permanent power 
sealed battery alarms  
contains this battery

Non-lithium batteries reduce 
environmental waste & 

eliminate disposal of up to 
twenty 9 volt batteries over 

the life of the alarm

WARRANTY:
10-year warranty for  

battery and alarm

Complies with the 
Following: 

Underwriters Laboratories 
Standard UL 217 8th Ed. &  

UL 2034 4th Ed.  

California State  
Fire Marshal (CSFM) 

National Fire Protection 
Association (NFPA) 

Federal Housing 
Administration (FHA) 

Housing and Urban 
Development (HUD) 

For more information on 
our full line of alarms, visit 

our website:

UniversalSecurity.com

This alarm contains radioactive material, 1.0 Microcurie Americium 
241, distributed under U.S. NRC License No. 19-23643-01E,  
manufactured in compliance with safety criteria in 10CFR 32.27. 
Purchaser is exempt from any regulatory requirements.

Meets Codes & Legislation For 10-Year Sealed  
Battery Requirements
Tamper Proof Design Prevents Battery & Alarm 
Removal   
Alarm & Power LED’s Verifies Power & Alarm  
Operation   
Loud 85 Decibel Alarm Distinctive Audible Alarm 
Signals Identify Fire Hazards
Mounting Bracket Backwards Compatible with  
Most USI & Universal Alarms
Alarm Lock Out Feature Prevents Installation of 
Deactivated Alarm

Self-Diagnostics Status Check During Power Up 
Ensures Alarms is Functioning
Test/Silence Button Quiets Alarm in the Unlikely 
Event of a Nuisance Activation 
Patented Quick Find® Easily Identifies Originating 
Alarm 
Product End of Service Life Warning Sounds After 
10-Years of Activation

User manuals in Spanish are available on our website: 
www.universalsecurity.com 
Los manuales del usuario en español están di ponibles
1 UL217 Smoldering Smoke Test on 5/26/2010, Underwriters Laboratories Project #09CA38078

UNIVERSAL® SMART ALARM HIGHLIGHTS 

FAST & EASY INSTALLATION

11407A Crohnill Drive, Owings Mills, MD 21117
US Patents #7893825, D627671 / Other Patents Pending 
©2020 Universal Security Instruments, Inc. Rev. 6/2020 
Assembled in China 

part no.  AMI3051SB7256-0899:0503

Perfect for New or Replacement Installations  
This Alarm Provides 10-Years of Peace of Mind 
Lithium-Free Permanent Power Duracell®  
Duralock Power Preserve™ Alkaline Sealed Batteries
Maintenance-Free Battery Power No Batteries to 
Replace for the Life of the Alarm

Sealed Battery Provides Continuous Protection 
Even in the Event of a Power Outage
Fewer Nuisance Alarms Superior False Alarm  
Resistance

model no. AMI3051SB

®

®

MULTI-CRITERIA DETECTION  
Virtually Eliminates Nuisance Alarms– 
Stops False Alarms 

RESPONDS TO MORE TYPES OF FIRES 
Alarms Up to 87% Faster* to Slow  
Smoldering Fires & Quickly to Fast  
Flaming Fires  

 

®

Ideal for
EVERY Room
In Your Home

Early warning is best  
achieved by installing alarms 

on every level of the  
dwelling, including basements. 

For maximum detection, 
install an alarm inside every 

bedroom,outside every 
sleeping area, and on  

every level of  
the dwelling.

THERE ARE THREE BASIC SMOKE ALARM TYPES:  
UNIVERSAL® Sensing Plus®, Ionization and Photoelectric

UNIVERSAL® Sensing Plus® uses the Advanced Intelligence  
of Multi-Criteria Technology and a Patented Microprocessor  
to respond quickly to both fast flaming fires and slow 
smoldering fires.

Ionization smoke alarms are typically more effective at 
detecting fast flaming fires — fires which consume combustible 
materials rapidly and spread quickly. Sources of these fires may 
include paper burning in a wastebasket, or kitchen grease fires.

Photoelectric smoke alarms, on the other hand, are typically 
more effective at detecting slow smoldering fires — fires which 
burn for hours before bursting into flame. Sources of these fires 
may include cigarettes burning in couches or bedding.

Installing alarms containing UNIVERSAL® Sensing Plus® 
technology ensures maximum detection of all types of fires.

The enclosed alarm is a 2-in-1 UNIVERSAL® Sensing Plus® 
Smoke + Fire Alarm.

 Smoke &  
Fire Alarm 

Smoke & Fire Alarm

Powered by a  
LITHIUM FREE  

SEALED BATTERY 
(included) 

Powered by a  
LITHIUM FREE  

SEALED BATTERY  
(included) 

Combination  
Smoke, Fire & Carbon 

Monoxide Alarm 

part no.  

AMIC3511SB 

Bring Your Home  
Up to Code

Meets New UL 217 8th Ed. 
Requirements

MULTI-CRITERIA DETECTION  
Virtually Eliminates Nuisance Alarms– 
Stops False Alarms 

RESPONDS TO MORE TYPES OF FIRES 
Alarms Up to 87% Faster* to Slow  
Smoldering Fires & Quickly to Fast  
Flaming Fires  

 

 Combination  
Smoke, Fire & Carbon 

 Monoxide Alarm 

AMIC1510SB 
311-8007-215
MAZE inc / June 2020

311-8007-215

part no.  
AMIC3511SB 

10-year permanent power 
sealed battery alarms  
contains this battery

Non-lithium batteries reduce 
environmental waste & 

eliminate disposal of up to 
twenty 9 volt batteries over 

the life of the alarm

WARRANTY:
10-year warranty for  

battery and alarm

Complies with the 
Following: 

Underwriters Laboratories 
Standard UL 217 8th Ed. &  

UL 2034 4th Ed.  

California State  
Fire Marshal (CSFM) 

National Fire Protection 
Association (NFPA) 

Federal Housing 
Administration (FHA) 

Housing and Urban 
Development (HUD) 

For more information on 
our full line of alarms, visit 

our website:

UniversalSecurity.com

This alarm contains radioactive material, 1.0 Microcurie Americium 
241, distributed under U.S. NRC License No. 19-23643-01E,  
manufactured in compliance with safety criteria in 10CFR 32.27. 
Purchaser is exempt from any regulatory requirements.

Meets Codes & Legislation For 10-Year Sealed  
Battery Requirements
Tamper Proof Design Prevents Battery & Alarm 
Removal   
Alarm & Power LED’s Verifies Power & Alarm  
Operation   
Loud 85 Decibel Alarm Distinctive Audible Alarm 
Signals Identify Carbon Monoxide & Fire Hazards
Mounting Bracket Backwards Compatible with  
Most USI & Universal Alarms
Alarm Lock Out Feature Prevents Installation of 
Deactivated Alarm

Self-Diagnostics Status Check During Power Up 
Ensures Alarms is Functioning
Test/Silence Button Quiets Alarm in the Unlikely 
Event of a Nuisance Activation 
Patented Quick Find® Easily Identifies First Alarm to 
Sound in an Interconnected System
Product End of Service Life Warning Sounds After 
10-Years of Activation

User manuals in Spanish are available on our website: 
www.universalsecurity.com 
Los manuales del usuario en español están di ponibles
1 UL217 Smoldering Smoke Test on 5/26/2010, Underwriters Laboratories Project #09CA38078

UNIVERSAL® SMART ALARM HIGHLIGHTS 

FAST & EASY INSTALLATION

11407A Crohnill Drive, Owings Mills, MD 21117
US Patents #7893825, D627671 / Other Patents Pending 
©2020 Universal Security Instruments, Inc. Rev. 6/2020 
Assembled in China 

part no.  AMIC3511SB 7256-0899:0503

Perfect for New or Replacement Installations  
This Alarm Provides 10-Years of Peace of Mind 
Lithium-Free Permanent Power Duracell®  
Duralock Power Preserve™ Alkaline Sealed Batteries
Maintenance-Free Battery Power No Batteries to 
Replace for the Life of the Alarm

Sealed Battery Provides Continuous Protection 
Even in the Event of a Power Outage
Fewer Nuisance Alarms Superior False Alarm  
Resistance

model no. AMIC3511S

®

®

®

Combination  
Smoke, Fire & Carbon 
Monoxide Alarm

Powered by a  
LITHIUM FREE  

SEALED BATTERY 
(included) 

Ideal for
EVERY Room
In Your Home

Early warning is best  
achieved by installing alarms 

on every level of the  
dwelling, including basements. 

For maximum detection, 
install an alarm inside every 

bedroom,outside every 
sleeping area, and on  

every level of  
the dwelling.

THERE ARE THREE BASIC SMOKE ALARM TYPES:  
UNIVERSAL® Sensing Plus®, Ionization and Photoelectric

UNIVERSAL® Sensing Plus® uses the Advanced Intelligence  
of Multi-Criteria Technology and a Patented Microprocessor  
to respond quickly to both fast flaming fires and slow 
smoldering fires.

Ionization smoke alarms are typically more effective at 
detecting fast flaming fires — fires which consume combustible 
materials rapidly and spread quickly. Sources of these fires may 
include paper burning in a wastebasket, or kitchen grease fires.

Photoelectric smoke alarms, on the other hand, are typically 
more effective at detecting slow smoldering fires — fires which 
burn for hours before bursting into flame. Sources of these fires 
may include cigarettes burning in couches or bedding.

Installing alarms containing UNIVERSAL® Sensing Plus® 
technology ensures maximum detection of all types of fires.

The enclosed alarm is a 3-in-1 Carbon Monoxide + 
UNIVERSAL® Sensing Plus® Smoke + Fire Alarm.

WARNING: This alarm is intended for use in indoor residential locations. It is 
not designed to measure CO levels in compliance with Occupational Safety and 
Health Administration (OSHA) commercial or industrial standards. Individuals 
with medical conditions may consider using warning devices which provide 
audible and visual signals for carbon monoxide concentrations under 30 ppm. 

Powered by a  
LITHIUM FREE  

SEALED BATTERY  
(included) 

AMI1061SB

AMI1061SC AMIC1510SC

MCD305S

MC304S

AMIC1510SB AMI3051SB AMIC3511SB

WHEN HOMEOWNERS HAVE  
MULTIPLE LIVING AREAS 

Install Alarms in Each Room and Detect More  
Types of Fires–Faster 



®

UniversalSecurity.com 

LITHIUM-FREE

ALWAYS WORKING TO  
PROTECT FAMILIES

©2021 UNIVERSAL SECURITY INSTRUMENTS , INC.    CM420 10072021 bks  

NOW  
IN STOCK




